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v CONCRETE COLLAR -

DETAIL ~a”

LATERAL CONNECTION TO EXISTING SEWER
OF 277 675 OR SMALLER

HATEREAL

MATERJAL USED FOR THE TEE QR WYE SECTION SHALL BE COMPATIBLE WITH THE EXISTING
STORM SEWER OR THE PROPOSED STORM SEWER,

CONSTRUCTION METHODS
L. THIS wORK SHall BE CONSTRUCTED I CONFORMANCE WITH THE APPLICABLE PORTIONS
OF SECTION 550 OF THE STANDARD SPECIFICATIONS.
£l. CONNECTION TO AN EXISTING STORM SEWER SHALL BE BY EITHER OF THE FOLLOWING METHODSs
A} PROPOSED STORM SEWER CONNECTION TO EXISTING SEWER OF 27 (6751 QR SMALLER SEE

DETALL “A™" AND “B".

B PROPOSED STORM SEWER CONNECTION TO EXISTING SEWER OF 3O (7501 OR LARGER SEE

DETAIL ~C",

I THE EXISTING SEWER PIPE IS CRACKED, BROKEN OR OTHERWISE DAMAGED BY THE
CONTRACTOR 1N MAXING THE CIRCULAR OPENING, THE CONTRACTOR SHALL REPLACE THAT
SECTIion OF PIPE WITH PIPE EQuAL AND SIMILAR [N ALL RESPECYS 70 YHE PiPE IN
THE EXISTING SEWER, I A CAREFUL wORKMANLIRE MANNER, WITHOUT EXTRA COMPENSATION,

MASTIC JOINT SEALANT -

EXISTING PIPE TO BE
CUT FLUSH

CONSTRUCTION SEQUENCE

_broPgsen ¥
SEWER LATERAL

fo  CUT THE EXISTING END OF THE PIPE 30 A5 TO
:ffs;;&‘l' & FLUSH BUTT JOINT. BRUSH AND CLEAN

.

PROPOSED SAND BEQDING ©

T

#,  APPLY THE WASTIC JOINT SEALANT TO THE FIRSY
&" {150} OF EACH PIPE.

3. BUTT THE PIPES TOGETHER LEAVING A MINIMUM
OF {2' x 6° (300 x 150} DEEP EXCAVATION
UNDER AND AROUND EACH PIPE END.

4, CUT A PIECE QF SHEET METAL GAGE NO. 19 LI 10.0418)
18" (4500 WIDE BY THE QUTSIOE CIRCUMFERANCE
GF THE PIPE PLUS 3 (75} LONG.

|
.

1 EXISTING
SEWER LATERAL
>

5. WRAP THE SHEET METAL ARGUND THE PIPES,

T

97 [225) ON EACH SIDE OF YHE JOINT,

T
I
! STARTING AT THE TOP OF THE PIPE.

. srom sexer SR M S e
~ MASTIC JOINT SEALANT MASTIC JOINT SEALANT BETWEEN THE LAP.

7. PLACE TWQ METAL BANDS ARQUND THE SHEET
METAL AND TIGHTEN.

Ly
1225) 228)

——— NETAL BINDING & WIPE OFF ANY EXCESS MASTIC JOINT SEALANT
THAT GOZES OuT FROM BETWEER THE SHEET
( T METAL AND THE PIPES.
; S. PLACE CLASS SI CONCRETE AROUND THE

0 ; JOINT,
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DETAIL "B~
CLASS 51 CONCRETE COLLAR

NOTES
GENERAL BASIS OF PAYMENT

CARE MUST BE TAKEN TO PREVENT DEGRIS FROM ENTERING THE SEWER. TEE OR WYE CONNECTIONS SHALL BE PAID FOR AT THE CONTRACT UNIT PRICE EACH FOR
ALL DEBRIS WHICH ENTERS THE SEWER MUST BE REMOVED. THE SEWER MUST STORM SEWER TEE OR WYE OF THE TYPE AND SIZE SPECIFIED IN THE PLANS, THIS BRICE
BE LEFT CLEAN AND UNOBSTRUCTED UPON COMPLETION OF THE CONTRACT, SHALL INCLUDE ALL EXCAVATION OF THE TRENCH. REMOVAL OF THE EXISTING STORM SEWER,

FURNISHING AND INSTALLING THE SPECIFIED TEE OR WYE SECTION, FURNISHING AND

CARE MUST DE TAREN TO PREVENY ANY PART OF THE NEW PIFE CONNECTION INSTALLING THE REQUIRED CONCRETE COLLAR, AND ALL OTHER MATERIAL NECESSARY TO

FROM PROJECTING IMTG THE EXISTING SEWER. COMPLETE THIS WORK AS SHOWN AND SPECIFIED,

REMOVAL AND REINSTALLATION OF EXISTING STORM SEWER ADJACENT 70 THE PROPOSED
TEE GR WYE SECTION, FOR THE PURPOSE OF FACILITATING THE INSTALLATION OF THE TEE
OR WYE SECTION, WILL ROT BE PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN ThE
UNLT PRICE GID FOR THE WORK.

TRENCH BACKFILL, EXCAVATION N ROCE AND REMOVAL AND REPLACEMENT OF UNSUITABLE
MATERIAL BELOW PLAN BREDDING GRAGE wH.L RE PAID FOR SEPARATELY.

PROPQSED LATERAL —
127 (300) OR LESS)

MCRTAR

EXIST, SEWER-

DETAIL C”

PROPOSED LATERAL
CONNECTION TO EXISTING SEWER
QF 30 {750} OR LARGER

STORM SEWER,

CONCRETE COLLAR FOR CONNECTING A PROPOSED STORM SEWER TO AN EXISTING STORM SEWER
wiLi NOT BE PAID PAKD FOR SEPARATELY BUT SHALL BE INCLUDED IN THE COST OF THE PRCPOSED

ALL DIMENGIONS ARE IN INCHES (MILLIMETERS! UMLESS
OTHERWISE SHOWHN,
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